Chheda Electricals & Electronics Pvt.Ltd.,

Product Category: DIU ( Combined Digital CDI & Ignition Coil ) \l ASTER

Specially Designed for delivering good reliability manufactured in a strict QS9000 environment.
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GENERAL ELECTRICAL SPECIFICATIONS:

1] WTHSTAND YOLTACE KV min.
2] OPERATNG AMBENT TEWP, RAWE . 10T T0 70T
3] OPEN CROUIT VOLTAGE © 14 KV MN. © 500~10000 RPW, 50 kY MAX.
4] SPARK DURATION ;140 ;o WN, © 2000 RPUL
5] CABLE PULL QUT STRENGTH 10 kgf min.0 Col end o5 wel supressor cap end
6] TERMNAL PULL OUT STRENGTH @ 7 Mgf min.
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m] CONDENSER CAPACTTY (FOR JGNTTION): 2.2y /400,
11] PULSIR COL AR GAP: 0.7+03mm,
12]  INDICATES SICNIFICANT DRENSIONS.

(/)] 13] UNT SHALL PASS ALL THE TESTS MENTIONED IN TSES 362
< I4]1MSBI.HHHHH1HU.IE'THPEMLMJ AT ROOM TEMPERATURE.
|C__> 15] THE LN SHALL NOT FAIL/CASE FALURE DUE TO EMI/EWC (FOR 100 OPERATING HOURS)
g NACNETD ASSY [NBCBO110)
L -
O e |
Ll
[a
(7))
al [ .4 ] 3 I
SET UP FOR PERFORMANCE TESTS.
JIMING ADVANCE CURVE
40
(/)] 1
I O Fas
o EN
o
= o
(O] éﬁza
w
O :Qm
2 u=
< © <5 :
= =5
QO: F E 10 HeHetH
=
L 58
(14 E
i g

01 2 3 45 6 7 8 910
ENGINE SPEED ( x 1000+100) rpm———m--

Property of Chheda Electricals & Electronics Pvt.Ltd , Pune (India)




DIMENSIONS
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CONTACT

Chheda Electricals & Electronics Pvt.Ltd.,
14, Hadapsar Industrial Estate, Pune 411013, INDIA .

Ph : +91 20 26817780, 26876950 ; Fax : +91 20 26876948
Email : ignition@vsnl.com

Website : www.masterignition.com




