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PRODUCT  : DIGITAL AC CDI  
 
 
Applications :  
 
HERO HONDA 
CD100  
HERO HONDA 
CD SS 
HERO HONDA 
STREET 
HERO HONDA 
DAWN 
HERO HONDA 
JOY 

 
OEM Part No :  
30410GB6920 
 
CEEPL Ordering 
Part No : C104 

 

 
 

 
 
Salient Features : 
 
These are intelligent CDI's using variable-advanced timing where the firing angle is 
varied according to the engine RPM in order to maximise both the power output as well 
as the engine efficiency.  
Built with the latest technology and infrastructure to offer high  reliability and superior 
performance. 
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SPECIFICATIONS: - 
 
1] APPLICATION. 
     a) MODELS : HERO HONDA CD100, CD 100SS , STREET, DAWN, JOY. 
     b) ENGINE: 4-STROKE SINGLE CYLINDER 
     c) OPERATING RPM:  350~10000 RPM. 
     d) OPERATING TEMPERATURE: -20°C TO +70°C. 

2] ELECTRICAL. 
     a) IGNITION TIMING: REFER IGNITION TIMING CURVE. 
     b) TRIGGER START RPM: 350 RPM MAX.  
     c) IGNITION CAPACITOR: 2.2 µF/ 400 V. 
3] MECHANICAL. 
     a) MASS : 75 gm APPROX. 
     b) CASE MATERIAL: PBT (BLACK) 
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Ignition Timing Angle Advance
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OPEN CIRCUIT VOLTAGE

10

30

50

70

90

110

130

150

170

190

210

230

250

270

290

500 1000 1500 2000 2500 3000 4000 5000 6000 7000 8000 9000 10000

RPM

O
p

e
n

 C
ir

c
u

it
 V

o
lt

a
g

e
 (

 K
il

o
 V

o
lt

s
)

 
CAPACITOR VOLTAGE
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Spark Duration
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SPARK ENERGY 
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BOTTOM VIEW
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Chheda Electricals & Electronics Pvt.Ltd. 
14, Hadapsar Industrial Estate,  
Pune – 411 013.  
Phone : 91-020- 6817780 , 6876950 
Fax : 91-020 - 6876948 
Email : ignition@vsnl.com  
 

 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 


